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15 SAFETY AND PROFESSIONAL SERICES SPS 378.08

Chapter SPS 378

SCHOOLS AND OTHER PLACES OF INSTRUCTION

SPS378.001 Scope. SPS 378.06 Seats and desks.
SPS 378.01  Exits. SPS 378.07  Fire extinguishers.
SPS 378.02  Fire escapes. SPS 378.08  Fire alarms.

SPS 378.03  Stairways. SPS 378.09 Heating plants.
SPS 378.04  Exit doors. SPS 378.10 Sanitary equipment.

SPS 378.05 Classrooms; floor space.

Note: Chapter IndL63 was renumbered chapter ILHR 78 under s. 13.93 (2m) (b) SPS 378.04 Exit doors. Exit doors shall be as required in
1., Stats., Registedune, 1995, No. 474; chapter ILHR 78 was renumbered chapter ; : :
Comm78 under s. 13.93 (2m) (b) 1., Stats., and correcti@t®e under s. 13.93 (2m) @ SPS 37_5'_24 bUID r_eVO'V'“Q_dOQr shall be considered as an exit
(b) 7., Stats., RegisteMay, 1998, No. 509.Chapter Comm 78 was renumbered ~ from a building in this classification.
chapter SPS 378 under s. 1392 (4) (b) 1., Stats, Register December 2011 No. 672. Note: Single doors are better than double doors for school buildings.

Histqry: 1-2-56; renum., Registeseptember1974, No. 225, &f10-1-74;
SPS 378.001 Scope. Under this classification are correctionmade under s. 13.93 (2m) (B), Stats., Registedune, 1995, No. 474;
includedall public, parochial and privatmhools, colleges, uni correction made under s. 13.92 (4) (b) 7., Stats., Register December 2011 No. 672.
versities,academies, seminaries, libraries, museums and art gal . -
leries; including all buildings or parts of buildingssed for the ~ SPS 378.05 Classrooms; floor space. (1) The mini
purposeof acquiring knowledge. mum floor space for recitation or classrooms shall be 18 square
History: 1-2-56; renum., RegisteBeptemberl974, No. 225, &f10-1-74. feetper person.
) . (2) Roomsused only for study purposes shall have a minimum
SPS 378.01 Exits. (1) Every buﬂdlng more than one floor space of 15 square feet per person.
storyin height shall have at least 2 exits from each flabthere (3) In colleges or universities, classrooms seated with tablet
aremore than 2 classrooms between the end of the buididg arm chairs or seats without desks shall have a minirfioor
the nearest exit, an additional exit shall be provided at the endS aceof 10 square feet per person.

the building.
. . . . ; " (4) No greater number of persons than the number thus-estab
(2) Theexits herein required shall be either stairwaysdirer lishedshall be permitted in any classroom.

escapesor horizontal exits (s. SPS 375.14). Butin every non=_~"> """ "= ) L

fire-resistivebuilding more than 2 stories in height, at least one!'SoY: 172756: renum., Regisigeptemberl 974, No. 225, €110-1-74.

exit shall be a fire escape or an outside covered incombustible .

stairway or horizontal exit, unless thinside stairways are = SPS 378.06 Seats and desks. (1) Seats, chairs and

enclosedwith fire-resistive partitions and doors (ss. SPS 375.@8sks(except those used by teachers) in class, recitation, or study

to 375.1). roomsseatingmore than 50 persons shall be securely fastened to
(3) In buildings 2 omore stories in height, all basement Stairtheﬂoor, or not less than 4 seats (or 2 seats and 2 desks) shall be

waysshall be enclosed with one—hdixe—resistive partitions and [@stenedogether

fire—resistivedoors as specified in s. SPS 375.08. (2_) Assembly hall seats and aisles shall conform to the
(4) The storage of material below stairways or stair landinggduirementsor assembly halls (ss. SPS 377.08 to 377.10).
is prohibited. History: 1-2-56; renum. and am., Regist8eptember1974, No. 225, &f

10-1-74rcorrection made under®3.93 (2m) (b) 7., Stats., Registdune, 1995, No.

History: 1-2-56; renum. and am., RegistS&eptember1974, No. 225, &f . ian : ecem
10-1-74; corrections made under s. 13.93 (2m) (b) 7., Stats., Register, 1995, zzlgillcl\c‘)(r)r%%téon in (2) made under s.13.92 (4) (b) 7., Stats., Register D ber

No. 474; correction in (2), (3) made under s. 13.92 (4) (b) 7., Stats., Register
December 2011 No. 672.

SPS 378.07 Fire extinguishers. (1) In all buildingsnot
SPS 378.02 Fire escapes. Fire escapes hereafter eon providedwith interior standpipes, standard chemical fire extin
structedshall be stairway fire escapes as described in ss. Sfrfisherg(s. SPS 375.27) shall be provided in the proportion of one
375.14to0 375.23; on buildings which accommodate mitv@n  extinguishetto each 2500 square feet of floor area or fraction;
100 persons abovthe first floor such fire escapes shall be “B"thereshall be at least one fire extinguisher on each.flédirfire

typefire escapesExisting stairway fire escapes will be acceptegxtinguishersshall be prominently exposed wiew and always
if strongly and properly built and in good condition. Ladders aggcessible.

not accepted as exits under any condition. - ' - .

History: 1-2-56; renum. and am., Regist&eptember1974, No. 225, &f (2) I.n addition to thefire extlngwshers_ reqUIred for ge“ere.‘l
10-1-74gorrections made under s. 13.93 (2m) (b) 7., Stats., Registes, 1995, Protection,there shall be at least one extinguisher of appropriate
NO' gg:cor rection madeunder s.13.92 (4) (b) 7., Stats, Register December 2011 sizeand type in each laboratpiitchen, shop, or other vocational

0. .

room.

. . . History: 1-2-56; renum. and am., Regist8eptember1974, No. 225, &f
SPS 378.03 Stairways. (1) Inside stairways at a steeperip-1-74gorrection made under£3.93 (2m) (b) 7., Stats., Registune, 1995, No.

anglethan 45° with the horizontal are not accepted as exits. 474;correction in (1) made under s. 13.92 (4) (b) 7., Stats., Register December
(2) Everystairway which serves as exit, shall lead to a sepa 2011 No. 672

rateexit door . - .
SPS 378.08 Fire alarms. (1) Every building 2 stories or

3) All stairways and steps of more than 3 risers shall have . . . .
Iea(st)one handraily Stairwayg and steps which are 5 feet or mg2 ¢/ height shall be provided with a proper alarm system com
) Ying with s. SPS 375.29.

in width, or which are open on both sides, shall have a handrail ) i

eachside. Rails shall be not less than 2 feet 6 inches vertically(2) A hand-operated alarm if permanently installed sad

abovenose of treads or 3 feet above platform. arrangechat it can be operated from any stamgluding thebase
History: 1-2-56; renum., RegisteBeptember1974, No. 225, &10-1-74. ment,may be used in school buildings not more than 2 stories in

RegisterDecember 201 No. 672
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heightand havinghot more than 2 standard size classrooms on the(2) All openings shall be protected with self-closing fire—

secondfloor. resistivedoors.

History: 1-2-56; renum., RegisteBeptemberl974, No. 225, &f10-1-74; H i ildi i
correctionmade under s. 13.93 (2m) (B), Stats., Registedune, 1995, No. 474; (3) This reqUIrement shall not apply to buﬂ_dmgs where 1aCk
correction in (1) made under s. 13.92 (4) (b) 7., Stats., Register December 2011~ €tedstoves or school room heaters are permitted.

No. 672. History: 1-2-56; renum., RegisteBeptemberl974, No. 225, &f10-1-74.
SPS 378.09 Heating plants. (1) In every buildingall SPS 378.10 Sanitary equipment. Separate toiletshall

heating plants including the breeching and fuel rooms, shall bg 1 o\ided for each sex imonnection with all schools, as
enclosedn a separate room having a 2—-hour fire-resistive 'ﬂoorrequiredby ss. Ind 52.62 and 56.16. 1956

Thewalls and ceiling shall be of one-hour fire—resistieastrue History: 1-2-56: renum., RegisteBeptember1974, No. 225, &f10-1-74;
tion, or better correctionmade under s. 13.93 (2m) (b) 7., Stats., Regidtere, 1995, No. 474.

RegisterDecember 201l No. 672
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